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MIDI CHANNEL SETUP FOR XK2-TP3-2DK4FX.tsi

Set the MIDI Channel to CH14

To change the MIDI Channel on your XONE:K2, you must first enter Setup Mode.
. Hold down the POWER ON SETUP encoder [1]

° Power the XONE:K2 on power up by connecting the USB cable into the XONE:K2 (or RJ45 lead
when powering by X:LINK ), then plugging the cable into your Mac, PC, or mixer.
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The Switch Matrix LEDs will flash RED three times to indicate the controller is in Setup Mode.
Switch A [MIDI Channel Setup] will be illuminated GREEN, as above.

° Press the POWER ON SETUP encoder [1] to display the current MIDI channel.
The current MIDI Channel is represented by the number of switch matrix LEDs illuminated.
By default the MIDI Channel number is set to 15, as shown below, to prevent control interaction
with Xone mixers which default to channel 16.
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° To change the MIDI Channel, rotate the POWER ON SETUP encoder until the correct number of
LEDs are illuminated RED.
Set the MIDI channel to CH14, as below.
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° Press the POWER ON SETUP encoder to store the change and to return to Setup Mode.
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LATCHING LAYERS SETUP FOR XK2-TP3-2DK4FX.tsi

Set the Latching Layers mode

Latching Layers provide embedded layer control via the ‘LAYER’ button on the XONE:K2.
When a Latching Layers mode is enabled, the LAYER switch is used to toggle between the RED, AMBER
then GREEN layers.

° In Setup Mode, rotate the POWER ON SETUP encoder to illuminate switch B [Latch Layers setup]
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° Press the POWER ON SETUP encoder to display the current Latching Layer mode
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° Rotate the POWER ON SETUP encoder until only the Switch Matrix LEDs are illuminated RED,
as shown in 2 above. In this state the 16 switches are linked to Latching Layers

° Press the POWER ON SETUP encoder to return to Setup Mode.

° Press the EXIT SETUP switch [2] to exit Setup Mode.
The Switch Matrix LEDs will flash three times to indicate the setup is complete.
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XK2-TP3-2DK4FX.tsi INSTALL GUIDE

Traktor .tsi map file location

° Extract the XK2-TP3-2DK4FX.tsi file from the .zip bundle to the following directory:
macO0S: Documents > Native Instruments > Traktor 3.6.x > Settings
PC: Documents > Native Instruments > Traktor 3.6.x > Settings

° Open the Preferences dialogue in Traktor and
click the Import tab.

You will see the XK2-TP3-2DK4FX.tsi file in the default directory.

@ open X
< - < Native Instruments > Trakior3.60 » Seftings > v G Search Settings
Orgenise v New folder =- m @
Name Date modifi... Type Size
~ [ This PC
Default Settings 2
> @ Desktop |
XK2-TP3-2DK4FX [MC14-L12] 22/11/2022 ... Native Instrument.. 1333 K8
> & Documents
F\\Enamel|XK27TP}2DK4FX[M[M—LLZ] v‘ Traktor Settings Information (1~ |
S

° Select it and click on Open.

Internal Soundcard settings

macO0S: When using the XONE:K2 internal soundcard, check each of the options in the
Select Categories to Import prompt shown below and click OK

Select Categories to Import
Select Categories to Import
t Category
Keyboard Mappings ¥

Keyboard Mappings
Controller Mappings yooa lappings

™ T -
GUI Layout Controller Mappings

. ) GUI Layout
File Load- And Write-Paths

r t File Load- And Write-Paths
avoriies

B

Audio Device Settings

MIDI Clock Settings

MIDI C
Effact Settings MIDI Cle

- . ffec ings
Other Preferences And Settings Effect Settings

Other Preferences And Settings

Cancel
Cancel

° NOTE: If you are connecting your K2 to a Xone Series mixer via X:LINK, for MIDI control only,
un-check the Audio Device Settings option.
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. macOS: Ensure XONE:K2 is enabled as the Audio Device:
XONE:K2 (CoreAudio)
Internal soundcard channels are pre-set for Internal and External Mixing Modes.

° PC: When using the XONE:K2 internal soundcard, enable XONE:K2 as the Audio Device:
XONE:K2 USB ASIO driver (ASIO)
Configure the Internal soundcard channels for Internal or External Mixing Mode.

° In the Controller Manager, Device Setup panel, ensure that both Deck A and Deck B maps have
the In-Port and Out-Port assigned to the XONE:K2.

° NOTE: If you are connecting to a Xone Series mixer via X:LINK for MIDI control only, assign the
In-Port and Out-Port for both Deck A and Deck B devices to the corresponding XONE mixer.
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