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CHANNEL CONNECTOR PANEL TYPE 2 ! .~CON 8 I fADING CD 15- 12-83 

---- SPECIFICATION 

The CHANNEL CONNECTOR PANEL TYPE 2 is a self-contained connector module that 
is mounted at the rear of the SYNCON 8 mixer and plugs into the two-part audio 
connectors on th~ S812 channel printed circuit board. 

All channel audio inputs and outputs are available at rear panel mounting XLR 
and t" jack connectors and are unbalanced or transformer balanced and floating. 

One connector module is required per S812 channel. 

MICROPHONE . INPUT 

LINE INPUT 

TAPE INPUT 

CHANNEL OUTPUT 

EffECTS INPUT 

INSERTION POINTS 

Transformer balanced and floe ting 1 000 - 1500 ohms 

XLR female pin 1 - screen 
pin 3 - hi . (hot) 
pin 2 - lo (cold) 

Transformer balanced and floating - --- 10 k/ohms 

XLR female pin 1 - screen 
pin 3- hi 
p.i,n 2- lo 

Unbalanced 50 k/ohma 

XLR female pin 1 - earth 
pin 3 - signal 
pin 2 - earth 

Transformer balanced and floating - =------ 30 ohms 

XLR male pin 1 - screen 
pin 3 - hi 
pin 2 - lo 

Transformer balanced and floating ----10 k/ohms 

XLR female pin 1 - screen 
pin 3- hi 
pin 2 - lo 

One pre-equaliser and one pre-output 

t" jack sockets type A 

SENDS 

RETURNS 

unbalanced -------~--.---- 30 ohms 

unbalanced 10 k/ohms 

WEIGHT 

DIMENSIONS 

850 grams (2lb) 

238mm x 45mm x 75mm depth fC = 186mm 

ASSEMBLY NOTES 

(ach CONNECTOR PANEL is screwed into position at the rear of the console behind 
its associated S812 channel. 

To remove a channel for servicing it is necessary to first remove and unplug 
its connector panel. 

To fit the LHS console stand it is necessary to temporarily remove the first 
seven connector panels to provide access to the two rear stand screws. 


